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drying out some of the excessive amount of water held by the pulp. The paper pulp is roasted out and the ash ignited to a constant weight with a blast lamp. The precipitate is calculated as alumina plus oxide of iron. All of the phosphorus present in the graphite will be counted as alumina unless it is desired to separate it. In that event the solution should be divided before the ammonia precipitation is made. Pour it into a 500 c.c. flask. Dilute to the 500 c.c. mark with water. Mix the contents thoroughly and pour enough of the latter into a 250 c.c. flask to fill it to the mark.
This gives two portions; one is reduced at once with zinc and titrated with permanganate for iron. The permanganate standard is made by dissolving 0.727 gram of potassium permanganate in water and diluting it to 1000 c.c. i c.c. of this standard equals 0.001284 -gram of iron. In a burned pot the iron is calculated to ferric oxide. Therefore the iron found in parts of a gram is multiplied by 10 and divided by 7 to obtain the amount of ferric oxide. It is necessary to make this calculation in all cases where alumina is asked for. In plumbago, or graphite, it is usually customary to calculate the iron to protoxide (FeO). To obtain the amount of the latter, multiply the weight of metallic iron found by $. These weights of oxide are then reduced to percentage in the usual way.
PHOSPHORUS AND ALUMINA.
The other 250 c.c. portion of the divided sulphate filtrate is precipitated with a faint excess of ammonia, washed, roasted, and blasted to constant weight as A1203, Fe20.3, P205. The ferric oxide found in the 250 c.c. reduced with zinc is deducted from the total weight of the three oxides found in the second portion. This leaves A1203, P205. The phosphorus is obtained by fusing the oxides with twenty times their total weight of sodium carbonate plus four times their weight of potassium nitrate. The melt is dissolved in a few c.c. of water, filtered into a 5-ounce beaker, washing the filter thoroughly with ammonium nitrate water. The filtrate is acidulated with 1.20 nitric acid, boiled with